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1. Hose diameter setting
2. Socket Outlet
3. Latch
4. 
5. Inlet cap
6. Container
7. Castor
8. Hose hook

9. Handle
10. Accessory positions
11. Speed control
12. Switch
13. Overload device
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TECHNICAL DATA                                        DUST EXTRACTION

Volts 230-240V
Mains frequency 50 Hz
Overload 5 A
Safety class I
Type of protection IP X4
Total connected load 2400 W
PowerIEC 1200W

270 m3/h
Vacuum 250 hPa
Sound pressure level Lp IEC 60335-2-69 67 dB(A)
Uncertainty K= 2 dB(A)
Vibration emission value ahv IEC 
60335-2-69

< 2.5 m/s2

Tank volume 30 l
1200 W

Suction hose diameter ø 36 mm
Weight according EPTA-Procedure 01/2014 14,5 kg
Power supply cord H05RR-F3G1,5

  WARNING! Read all safety warnings and all instructions. 
Failure to follow the warnings and instructions may result in electric 

 
Save all warnings and instructions for future reference. 

SAFETY INSTRUCTIONS

Instructions for use

The appliance must:

• only be used by persons, who have been instructed in its correct 
usage and explicitly commissioned with the task of operating it 
under supervision.

• This appliance is not intended for use by persons (including 
children) with reduced physical, sensory or mental capabilities, 
or lack of experience and knowledge.

• Children shall be supervised to make sure that they do not play 
with the appliance. 

• Do not use any unsafe work techniques.
• 
• 

following situations:
 - Prior to cleaning and servicing
 - Prior to replacing components
 - Prior to changing over the appliance
 - If foam develops or liquid emerges

Besides the operating instructions and the binding accident prevention 
regulations valid in the country of use, observe recognised regulations 
for safety and proper use.

trained within:

• use of the machine
• risks associated with the material to be picked up
• safe disposal of the picked up material

READ AND FOLLOW ALL SAFETY INSTRUCTIONS. 

Any other use is considered as improper use. The manufacturer 
accepts no liability for any damage resulting from such use. The risk 
for such use is borne solely by the user. Proper use also includes 

manufacturer. 

min = 20 m/s in the suction hose.

The safety label on the machine warns:  
This appliance contains dust hazardous to health. Emptying and 
maintenance operations, including removal of the dust collecting 
means, must only be carried out by authorised personnel wearing 

For dust extractors, ensure adquate air change rate H, when the 
exhaust air is returned to the room. Observe national regulations 
before use.
H = Q/V (1/h)
Where

3/h)
V = room air volume

For Dust Class M machines (with type designation -2M) following 
applies: 

1) values 
> 0.1 mg/m³

Dust Class M (IEC 60335-2-69). The dusts which belong to this class 
are: dusts with OEL values1) > 0.1 mg/m³ as well as saw dust. 

The machine is tested in its entirety by vacuums for this dust class. 
The maximum degree of permeability is 0.1% and the disposal must 
be low dust.

Electrical connection

• It is recommended that the machine should be connected via a 
residual current circuit breaker.

• Arrange the electrical parts (sockets, plugs and couplings) and lay 
down the extension lead so that the protection class is maintained.

• Connectors and couplings of power supply cords and extension 
leads must be watertight.

Important warnings

 WARNING!  

follow all safety instructions and caution markings before use. This 
machine is designed to be safe when used for cleaning functions 

parts, the machine and / or accessory should be repaired by a 
competent service center or the manufacturer before use in order 

user.

Do not leave the machine when it is plugged in. Unplug from the 
socket when not in use and before maintenance.

Do not use with damaged cord or plug. To unplug grasp the plug, 
not the cord. Do not handle plug or machine with wet hands. Turn 

Do not pull or carry by cord, use cord as a handle, close a door on 
cord, or pull cord around sharp edges or corners. Do not run 
machine over cord. Keep cord away from heated surfaces.



23

openings or use with opening blocked. Keep openings free of dust, lint, 

Do not use in outside areas at low temperature.

Outdoor use of the appliance must be limited to occasional use.

gasoline, or use in areas where they may be present.

Do not pick up anything that is burning or smoking, such as 
cigarettes, matches or hot ashes.

Use extra care when cleaning on stairs.

If the machine is not working properly or has been dropped, 
damaged, left outdoors, or dropped into water, return it to a service 
center or dealer.

The machine may not be used as a water pump. The machine is 
intended for vacuuming air and water mixtures.

Connect the machine to a properly earthed mains supply. The 
socket outlet and the extension cable must have an operative 
protective conductor.

Provide for good ventilation at the working place.

Do not use the machine as a ladder or step ladder. The machine 

the instructions.

Additional battery safety warnings

 WARNING!  

to a short circuit, never immerse your tool, battery pack or charger 

bleach-containing products, etc., can cause a short circuit.

Hazardous dust

 WARNING!  
Hazardous materials. 
Vacuuming up hazardous materials can lead to serious or even fatal 

 
The following materials must not be picked up by the machine:

hot materials (burning cigarettes, hot ash, etc.)

acids, alkalis, etc.)

Spare parts and accessories

 CAUTION!  
Spare parts and accessories.

The use of non-genuine spare parts, brushes and accessories can 
impair the safety and or function of the appliance.

Only use original spare parts and accessories from MILWAUKEE®. 

Description Order No.
4932 4596 87
4932 459689

Disposal bag, 5 pcs. 4932 4596 90
4932 4596 88

 CAUTION!  

atmospheres or where such atmospheres are likely to be produced 

SPECIFIED CONDITIONS OF USE
This mobile dust extractor is designed, developed and rigorously 

and used in accordance with the following instructions.

This machine is intended for commercial use, for example in hotels, 

This machine is also suitable for industrial use, such as e.g. plants, 
construction sites and workshops.

Accidents due to misuse can only be prevented by those using the 
machine.

liquids.

Do not use this product in any other way as stated for normal use.

CONTROL / OPERATION

 CAUTION!  
Damage due to unsuitable mains voltage.

The appliance can be damaged as a result of being connected to an 
unsuitable mains voltage.

• Ensure that the voltage shown on the rating plate corresponds to the 
voltage of the local mains power supply.

hose into the suction inlet at the machine by pushing the hose forward 

hose handle, twist the tubes in order to ensure that they are properly 

what type of material that is to be picked-up. If used for dust extraction 
in connection with dust producing tool then connect end of suction hose 
with appropriate adapter. Connect the plug into a proper electrical 
outlet. Put the electrical switch into position I in order to start the motor.
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Turn 
Turn I Turn on machine with 

function

Turn I+
Turn on machine without 

function

Turn Activates outlet with 

function with automatic 

Turn  + 
Activates outlet with 

function without automatic 

The hose diameter and the setting for suction hose diameter must be 
the same.

ø
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ø2
7     

      ø32           ø36
           ø38

ø21 ø21
ø27 ø27
ø32 ø32
ø36 ø36
ø38 ø38

 CAUTION!  
 

The appliance socket is designed for electrical auxiliary equipment; see 
technical data for reference.

• 
the appliance that is to be connected.

• Read the operating instructions to the appliance to be connected and 
observe the safety notes contained in these.

An appliance socket with earthing contact is integrated in the machine. 
An external power tool can be connected there. The socket features 
permanent power on, when the electrical switch is in position , i.e. 
the machine can be used as an extension cord.

In position  
power tool connected. Dirt is picked up from the source of dust 
immediately. To comply with regulations, only approved dust producing 
tools should be connected.

The maximum power consumption of the connected electrical appliance 

If the maximum power rating for the socket is exceeded, an internal 

Before turning the switch to position      ensure that the tool 

Auto-Clear

Auto-Clear. A frequent cleaning cycle will automatically run during 
operation to ensure that suction performance is always at its best.

If suction performance decreases or in extensive dust applications a 

• 
• Close the nozzles or suction hose opening with the palm of your 

hand.
• 

speed for approx. 10 seconds with the suction hose opening closed.

Starting 
and operating of the machine.

Flow rate warning

 CAUTION!  

The machine is equipped with a system to monitor air velocity and Dust 
*). Before picking up dust with occupational 

When the motor is running, hold the suction hose shut to reduce the 

second. The acoustic warning sounds after some additional seconds.

Set the diameter setting to the actual hose size.

When LED indicator lights, air velocity is below 20 m/s.

• 
• 

Antistatic connection

 CAUTION 
The machine is equipped with an antistatic system to discharge any 
static electricity that may develop during dust pick-up.

The antistatic system is placed in front part of the motor top and creates 

proper function the use of an electrical conductive or antistatic suction 
hose is recommended. When inserting the optional disposal bag make 
sure the antistatic connection is maintained.

To protect the electronics and motor, the machine is equipped with a 

cartridge to prevent dust from settling inside the air channels and motor. 
Contact your local sales representative.

 CAUTION!  
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 CAUTION!  
The machine is equipped with a water level limit system which shuts 

from the socket and empty the container. Never pick up liquids without 

• 
• 

and check that the water level limit works properly.
• If foam appears, stop work immediately and empty the tank.
• Clean the water level limiting device regularly and check for signs of 

damage.
Before emptying the container, unplug the machine. Disconnect the 
hose from the inlet by pulling out the hose. Release the latches by 
pulling them outwards so that the motor top is released. Lift up the 
motor top from container. Always empty and clean the container and 
water level limit system after picking-up liquids. 

Empty by tilting the container backwards or sideways and pour the 

Replace back the motor top to the container. Secure the motor top with 
the latches.

Large movements can, by mistake, trigger the water level limiting 

seconds to reset the device. Continue to operate the machine 
afterwards.

 CAUTION!  

Materials picked up can present a hazard to the environment.

• Dispose of the dirt in accordance with legal regulations. 

Before use, operators shall be provided with information, instruction 
and training for the use of the machine and the substances for which it 
is to be used, including the safe method of removal and disposal of the 
material collected.

Remove the electrical plug from the socket before emptying after dry 
pick-up. Remove the suction hose from the machine and close the inlet 
cap, to avoid harmful dust spreading. Release the latch by pulling them 
outwards so that the motor top is released. Lift up the motor top from 
container. 

Dustbag: Replace dust bag if necessary. Remove the old bag. The 

located and secured on the locating rings of the rubber vacuum inlet. 

clothing when removing the old bag. Carefully remove the dust bag 

Dispose of the dirt in accordance with legal regulations.

After emptying: close motor top to the container and secure the motor 

.

Before being taken out of the hazardous zone, the device must be 
decontaminated using a dust extraction method, wiped clean, or 
sealed. All parts of the device must be regarded as contaminated if 
they are removed from the hazardous zone and suitable measures 
must be taken to prevent dust from spreading.

OVERLOAD PROTECTION FOR SOCKET OUTLET
An external power tool can be connected to the socket outlet. The 
socket has an overload device to protect the machine against power 
overload. If the power consumption gets too high the overload device 

overload device. The overload device needs around 1 minute to cool 
down before it can be reset, pressing the button marked “13“ on page 
3.

AFTER USING THE MACHINE

After use

Remove the plug from the socket when machine is not in use. Wind up 
the cord starting from the machine. The power cord can be wound up 
around the motor top or at the container or placed in the included hook, 
or fastening means. Some variants have special storage places for 
accessories. 

Transport

• Before transporting the machine, close all the latches.
• Do not tilt the machine if there are liquids in the dirt tank.
• Do not use a crane hook to lift the machine.
• Do not lift the machine by the trolley handle 

Storage

 CAUTION!  
Store the appliance in a dry place, protected from rain and frost. The 
machine shall be stored indoors only.

Accessory and tool storage

For convenient transport and storage of accessories or tools, 
integrated rails are found on side of machine which allows fastening 

back of machine for attachment of suction hose or mains cable. For 
instruction see quick reference guide.

An optional adapter plate with attachment system can be installed on 
top of machine for fastening of 2-point or 4-point storage cases.

Remove the electrical plug from the socket before installing the 
adapter plate.

 CAUTION!  
Do not lift machine in adapter plate without having storage case safely 
installed. Note the weight and balance of the appliance in case of 
storage. Maximum weight of storage cases is 30 kg.

MAINTENANCE

Regular servicing and inspection

Regular servicing and inspection of your machine must be carried out 

and regulations. In particular, electrical tests for earth continuity, 
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checked frequently. 

In the event of any defect, the machine MUST be withdrawn from 
service, completely checked and repaired by an authorized service 
technician. 

At least once a year, a MILWAUKEE® technician or an instructed 

tightness and control mechanisms. 

For user servicing, the machine shall be dismantled, cleaned and 
serviced, as far as is reasonably practicable, without causing risk to the 

ventilation where the machine is dismantled, cleaning of the 
maintenance area and suitable personal protection.

When carrying out service or repair operations, all contaminated items 
which cannot be satisfactorily cleaned are to be disposed of; such 
items shall be disposed of in impervious bags in accordance with any 
current regulation for the disposal of such waste.

Maintenance

Remove the plug from the socket before performing maintenance. 
Before using the machine make sure that the frequency and voltage 
shown on the rating plate correspond with the mains voltage. 

The machine is designed for continuous heavy work. Depending on 

the machine clean with a dry cloth, and a small amount of spray polish.

During maintenance and cleaning, handle the machine in such a 

In the maintenance area

• 
• Wear protective clothing
• Clean the maintenance area so that no harmful substances get into 

the surroundings.

 CAUTION! 
Clean the water level limiting device regularly and examine it for signs 
of damage.

Use only MILWAUKEE® accessories and MILWAUKEE® spare parts. 
Should components need to be replaced which have not been 
described, please contact one of our MILWAUKEE® service agents.

SYMBOLS

CAUTION! WARNING! DANGER!

Always disconnect the plug from the socket before 
carrying out any work on the machine.

Please read the instructions carefully before starting 
the machine.

Do not dispose of electric tools together with 
household waste material. 
Electric tools and electronic equipment that have 
reached the end of their life must be collected 
separately and returned to an environmentally 
compatible recycling facility. 
Check with your local authority or retailer for 
recycling advice and collection point.

Dust Class M  
(IEC 60335-2-69).  
The dusts which belong to this 
class are: dusts with OEL 
values1) > 0.1 mg/m³ as well 
as saw dust.

Regulatory Compliance Mark (RCM). Product meets 
applicable regulatory requirements.





WARRANTY - AUSTRALIA and NEW ZEALAND

SERVICE - AUSTRALIA and NEW ZEALAND
MILWAUKEE® prides itself in producing a premium quality product that is Nothing But Heavy DutyTM.
Your satisfaction with our products is very important to us! If you encounter any problems with the
operation of this tool, please contact your authorised MILWAUKEE® dealer.

For a list of MILWAUKEE® dealers, guarantee or service agents please contact MILWAUKEE®
Customer Service or visit our website.
(Australia Toll Free Telephone Number 1300 645 928)
(New Zealand Toll Free Telephone Number 0800 645 928) 
or visit milwaukeetool.com.au/milwaukeetool.co.nz.

Please refer to Australian and New Zealand warranty supplied with tool. This warranty applies only to 
product sold by authorised dealers in Australia and New Zealand.

Milwaukee Tool (Australia)
21 Kelletts Road, Rowville, VIC 3178 

Melbourne, Australia

Milwaukee Tool (New Zealand)
274 Church Street, Penrose, 

Auckland, 1061, New Zealand

DESIGNED BY MILWAUKEE ELECTRIC TOOL CORP.
PROFESSIONALLY MADE IN HUNGARY

AS30MACOM-01(A)



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


